
REMOVAL  

1. Disconnect and isolate the negative battery cable. 

2. Remove the door trim panel. (Refer to 23 - Body/Door - Front/PANEL, Door Trim - Removal) . 

 
DOOR TRIM PANEL REMOVAL 
 

1. Disconnect and isolate the battery negative 
cable.(Refer to 08 - Electrical/8F - Engine 

Systems/Battery System - Standard Procedure) . 

2. Unsnap and fold back the screw cap behind 
the interior handle and remove the screw (1). 

3. Unsnap and fold back the screw cap below 
the trim panel (2) pull handle to access and 
remove the screw (3). 

4. Remove the screws (4) that secure the trim 
panel to the inside of the door. 
 

 

 
 

5. Remove the push pins (1) that secure the 
trim panel (2) to the door. 

6. Carefully pull the bottom of the trim panel out 
and pull up on the panel to remove the door 
lock. 

7. Disconnect all cables and connectors. 

8. Remove the trim panel from the vehicle. 
 

 

 

3. Remove the water shield. 

4. Disconnect the door wire harness connector from the mirror electrical connector. 

5. Remove the three nuts that secure the outside rearview mirror to the front door. 

6. Remove the outside rearview mirror from the front door.  
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INSTALLATION  

1. Position the outside rearview mirror to the front door. 

2. Install the three nuts that secure the mirror to the front door. Tighten the nuts to 7 N·m (62 in. lbs.). 

3. Connect the door wire harness connector to the mirror electrical connector. 

4. Install the water shield. 

5. Install the trim panel to the inside of the front door (Refer to 23 - Body/Door - Front/PANEL, Door Trim - 

Installation) .  
 
 
DOOR TRIM INSTALLATION 
 

1. Position the top of the door trim panel 
(2) to the door, ensuring the door lock is 
inserted through the door trim panel. 

2. Connect the electrical connectors and 
door latch cable to the door trim panel. 

3. Firmly seat the top of the door trim panel 
in position and seat the trim panel to the 
door from the top to bottom. 

4. Install the pushpin fasteners (1) to the 
door trim panel. 
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5. Install the screws (4) to the outer edge 
of the door trim panel (2). 

6. Install the screw (3) to the inside pull 
handle and close the plastic cover. 

7. Install the screw (1) to the inside of the 
interior door handle and close the plastic 
cover. 

8. Connect the battery negative cable. 
 

 

 
 
 
 

 

6. Reconnect the negative battery cable. 

 
 
 

NOTE:  For vehicles equipped with the optional Automatic Express Up power window feature, 
recalibration of this feature is required whenever power to the door module is disrupted. 
(Refer to 08 - Electrical/8F - Engine Systems/Battery System - Standard Procedure)  

 

javascript:parent.TOCDISPLAYSI.resolveSoftLink(%220800510000036%22,%22Refer%20to%2008%20-%20Electrical/8F%20-%20Engine%20Systems/Battery%20System%20-%20Standard%20Procedure%22);

